
TORINDRIVE
I NTERNATIONAL

Model Number
Capacity 

(lbs) Speed 
(fpm)

Motor 
Rating 
(HP)

Poles
Rated Rated Motor 
Speed   Voltage
(rpm)      (VAC)

Rated 
Frequency 

(HZ)
Rated FLA 

(A)

No Load 
Current

(A)
Gear 
Ratio

Application 
Motor RPM

Cwt 
(%)

Sheave 
Diameter

TGD0-1715-HV/LV 1760 150 10 6 1170 480/208 60 13.5/29 7/12.5 41:1 1126 40 20.9"

TGD0-1720-HV/LV 1760 200 12 4 1770 480/208 60 14.5/32 6/1041:1 1501 40 20.9"

TGD0-1735-HV/LV 1760 350 20 4 1770 480/208 60 24/51.5 9/15.5 47:2 1506 40 20.9"

Model Number Capacity 
(lbs)

Speed 
(fpm)

Motor 
Rating 
(HP) Poles R a t e d 

S p e e d 
(rpm)

Rated Motor 
Voltage (VAC)

Rated 
Frequency 

(HZ)
Rated 

FLA (A)

No Load 
Current

(A)
Gear 
Ratio

Application 
Motor RPM

Cwt 
(%)

Sheave 
Diameter

TGD1-2020-HV/LV 2000 200 15 4 1770 480/208 60 17/39 7.8/15 50:1 1493 40 25.6"
TGD1-2510-HV/LV 2500 100 10 6 1170 480/208 60 14/32 8.9/19.5 61:1 911 40 25.6'*

TGD1-2520-HV/LV 2500 200 20 4 1775 480/208 60 23/53 11/24 50:1 1493 40 25.6"

TGD1-2535-HV/LV 2500 350 25 4 1770 480/208 60 28/64 12/27.4 61:2 1593 40 25.6"

TGD1-2540-HV/LV 2500 400 30 4 1775 480/208 60 33/75 14/29 55:2 1642 40 25.6"

Dimensions mm(in)

Model Number Capacity 
(lbs)

Speed 
(fpm)

Motor 
Rating 
(HP)

Poles Rated Rated Motor 
Speed   Voltage
(rpm)      (VAC)

Rated
Frequency 

(HZ)
Rated FLA 

(A)

No Load 
Current

(A)
Gear 
Ratio

Application 
Motor RPM

Cwt 
(%)

Sheave 
Diameter

TGD2-2550-HV/LV 2500 500 35 4 1770 480/208 60 40/87.5 15/26 70:3 1741 40 25.6"
TGD2-3520-HV/LV 3500 200 25 4 1770 480/208 60 28/64 12/27.4 50:1 1493 40 25.6"

TGD2-3535-HV/LV 3500 350 35 4 1770 480/208 60 40/87.5 15/26 61:2 1593 40 25.6'*

TGD2-3540-HV 3500 400 40 4 1770 480 60 45 16 55:2 1642 40 25.6"02
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764CR 0R\

Omensioas: mmfln)

EU4副

Dimensions: mHi(m)
90/45 VDC
1.74/0.87 A

90/45 VDC
1.08/0.55 A

90/45 VDC
1.08/0.55 A

90/45 VDC
1.08/0.55 A

7868 lbs
Up to 7X8mm ropes
1045 lbs

7868 lbs
Up to 6X10mm ropes
1188 lbs

MRL PM
GEARLESS MACHINE

MRL PM
GEARLESS MACHINE

Sheave Shaft Load:
Sheave Grooves:
1 Estimated Weight:
Normal Brake

Pick/Hold Voltage:
Pick/Hold Current:

Emergency Brake
Pick/Hold Voltage:
Pick/Hold Current:

Sheave Shaft Load:
Sheave Grooves:
Estimated Weight:
Normal Brake

Pick/Hold Voltage:
Pick/Hold Current:

Emergency Brake
Pick/Hold Voltage:
Pick/Hold Current:

TPM3
SER丘S 8MM ROPE

TPM4
SERIES 10MM ROPE

t
'■Bl*

f
Model Number

Capacity (lbs)
S ped 
(fpOi

Motor 
Rating 
(HP)

Poles Rated 
RPM

Rated 
Voltage 
(VAC)

Rated 
Frequency 

(HZ)
Rated 

Current (A)

Rated 
Torque 
(ft-lbs)

Max Acceleration 
Torque (ft-lbs)

Cwt (%) Sheave 
Diameter

TPM3-3520-HV/LV 3500 200 12.6 20 112 328/160 18.7 20.3/42.8 590 1180 50 13.39"
TPM3-3535-HV/LV 3500 350 22.3 20 198 328/160 33 35.2/70.4 590 1180 50 13.39"

Model Number
Capacity (lbs)

Speed 
(fpm)

Motor 
Rating 
(HP)

Poles Rated 
RPM

Rated 
Voltage 
(VAC)

Rated 
Frequency 

(HZ)

Rated 
Current

(A)

Rated 
Torque 
(ft-lbs)

Max Acceleration 
Torque (ft-lbs)

Cwt (%) Sheave 
Diameter

TPM4-3520-HV/LV 3500 200 12.3 20 96 328/160 16 21.1/40 676 1352 50 15.75"

TPM4-3535-HV/LV 3500 350 21.6 20 167 328/160 27.8 34/67 676 1352 50 15.75"

MRL PM
GEARLESS MACHINETSM

SERIES 10MM ROPE
Sheave Shaft Load: 12817 lbs

Sheave Grooves:
Estimated Weight:
Normal Brake

Pick/Hold Voltage:
Pick/Hold Current:

Emergency Brake
Pick/Hold Voltage:
Pick/Hold Current:

Upto 8X10mm ropes
2090 lbs

90/45 VDC
2.05/1.00 A

90/45 VDC
2.05/1.00 A

902(3552)

Model Number
Capacity (lbs)

S ped 
(fpm

Motor
Rating Poles 
(HP)

Rated 
RPM

Rated 
Voltage 
(VAC)

Rated 
Frequency 

(HZ)
Rated 

Current (A)

Rated 
Torque (ft-

lbs)
Max Acceleration 

Torque (ft-lbs)
Cwt (%) Sheave 

Diameter

TSM-3535-HV 3500 350 21.9 20 155 350 25.8 32.9 743 1858 50 17.32'

TSM-3550-HV 3500 500 31.3 20 221 350 36.8 46.5 743 1858 50 17.32"

TSM-5020-HV 5000 200 17.6 20 87 350 14.5 27.6 1061 2653 50 17.32'

TSM-5035-HV 5000 350 31.3 20 155 350 25.8 46.9 1061 2653 50 17.32*'

TSM-5050-HV 5000 500 45 20 221 350 36.8 66.7 1061 2653 50 17.32"
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MRL PM
GEARLESS MACHINETPM1

SERIES 8MM ROPE
Sheave Shaft Load: 6587 lbs

Sheave Grooves:
Estimated Weight:
Normal Brake

Pick/Hold Voltage:
Pick/Hold Current:

Up to 4X8mm ropes
660 lbs

90/45 VDC
1.2/0.6 A

Emergency Brake
Pick/Hold Voltage: 90/45 VDC
Pick/Hold Current: 1.2/0.6 A

Model Number Capacity (lbs)
enppd Motor

湍欄9 Poles Rated 
RPM

Rated 
Voltage

Rated 
Frequency Rated 

Current (A)

Rated 
Torque Max Acceleration 

Torque (ft-lbs)
Cwt (%) Sheave 

Diameter
(VAC) (HZ) (ft-lbs)

TPM1-2515-HV/LV 2500 150   6.7 20 86 290/145 14.3 13.5/26.5 410 820 50 13.39"

TPM2 MRLPM SIRFESSMM ^E 
GEARLESS MACHINE

Sheave Shaft Load:

Sheave Grooves: 

Estimated Weight: Normal 

Brake

Pick/Hold Voltage:

Pick/Hold Current:

Emergency Brake

Pick/Hold Voltage:

Pick/Hold Current:

6587 lbs
Up to 7X8mm ropes
990 lbs

90/45 VDC
0.87/0.45 A

90/45 VDC
0.87/0.45 A

Model Number Capacity Speed 
(lbs) (fpm)

Motor 
Rating 
(HP)

Poles Rated 
RPM

Rated 
Voltage 
(VAC)

Rated 
Frequency 

(HZ)
Rated 

Current (A)

Rated 
Torque 
(ft-lbs)

Max Acceleration 
Torque (ft-lbs)

Cwt (%) Sheave 
Diameter

TPM2-2520-HV/LV-8mm 2500 200 10.6 20 112 328/160 18.7 17.7/35.8 494 988 45 13.39"
TPM2-2535-HV/LV-8mm 2500 350 18.7 20 198 328/160 33 30.4/61.5 494 988 45 13.39"

TPM2 MRLPM

SERIES IOMM ROPE GEARLESS 
MACHINESheave Shaft Load:
Sheave Grooves:
Estimated Weight:
Normal Brake

Pick/Hold Voltage:
Pick/Hold Current:

Emergency Brake
Pick/Hold Voltage:
Pick/Hold Current:

6587 lbs
Up to 6X10mm ropes
1012 lbs

90/45 VDC
1.08/0.55 A

90/45 VDC
1.08/0.55 A

Model Number Capacity 
(lbs)

Motor

2肾Poles Rated 
RPM

Rated 
Voltage 
(VAC)

Rated 
Frequency 

(HZ)
Rated 

Current (A)

Rated 
Torque 
(ft-lbs)

Max Acceleration 
Torque (ft-lbs)

Cwt (%) Sheave 
Diameter

TPM2-2520-HV/LV-10mm 2500 200 9 20 96 328/160 16 15.7/30.6 494 988 50 15.75"
TPM2-2535-HV/LV-10mm 2500 350 15.7 20 167 328/160 27.8 26.7/53.7 494 988 50 15.75"
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Dimensions:

LARGE PM
GEARLESS MACHINE

Sheave Shaft Load:
Roping:
• Wrap:
Sheave Grooves:
Estimated weight:
Normal Brake

40000 lbs
1:1 Application
Single Wrap (SW) or Double Wrap (DW) 
Option Up to 8X1/2" ropes (16 grooves for 
DW) 4576 lbs

TGL2A
SERIES

Pick/Hold Voltage: 110/55 VDC
Pick/Hold Current: 2.2/1.1 A

Emergency Brake
Pick/Hold Voltage: 110/55 VDC
Pick/Hold Current: 2.2/1.1 A

Model Number Capacity Speed (lbs) 
(fem)

Motor 
Rating 
(HP)

Poles Rated 
RPM

Rated 
Voltage 
(VAC)

Rated
Frequency 

(HZ)
Rated 

Current (A)

Rated 
Torque 
(ft-lbs)

Max Acceleration 
Torque (ft-lbs)

Cwt (%) Sheave 
Diameter

TGL2A-4035-HV 4000 350 26 20 65.4 325 10.9 48 2086 4381 45 20.47"
TGL2A-4050-HV 4000 500 37 20 93 325 15.5 64 2086 4381 45 20.47"
TGL2A-4070-HV 4000 700 52.1 20 131 325 21.8 85 2086 4381 45 20.47"

Emergency Brake
Pick/Hold Voltage: 110/55 VDC

TGL3 2:1 Application Table
Pick/Hold Current: 2.2/1.1 A

Model Number
Capacity 

Obs)
Speed 
(fpm)

Motor 
Rating 
(HP)

Poles
Rated 
RPM

Rated 
Voltage 
(VAC)

Rated 
Frequency 

(HZ)

Rated 
Current (A)

Rated 
Torque 
(ft-lbs)

Max Acceleration 
Torque (ft-lbs) Cwt (%)

Sheave 
Diameter

TGL3-8050-HV 8000 500 78.7 24 139 350 27.8 127 2970 7375 45 27.56"
TGL3-8060-HV 8000 600 94 24 166 350 33.2 148 2970 7375 45 27.56"
TGL3-8070-HV 8000 700 109.8 24 194 350 38.8 178 2970 7375 45 27.56"

TGL31:1 Application Table

Model Number Capacity Speed (lbs)       
(fpm)

Motor 
Rating 
(HP)

Poles Rated 
RPM

Rated 
Voltage 
(VAC)

Rated 
Frequency 

(HZ)
Rated 

Current (A)

Rated 
Tnrni IA Max Acceleration 

Torque (ft-lbs)
Cwt (%) Sheave 

Diameter(ft-lbs)
TGL3-8050-HV 4000 1000 78.7 24 139 350 27.8 127 2970 7375 45 27.56"
TGL3-8060-HV 4000 1200 94 24 166 350 33.2 148 2970 7375 45 27.56"
TGL3-8070-HV 4000 1400 109.8 24 194 350 38.8 178 2970 7375 45 27.56"

Dimensions: mmfln)

Model Number Capacity Speed 
Obs) (fpm)

Motor 
Rating 
(HP)

Poles Rated 
RPM

Rated 
Voltage 
(VAC)

Rated 
Frequency 

(HZ)
Rated 

Current (A)

Rated 
Torque 
(ft-lbs)

Max Acceleration 
Torque (ft-lbs)

Cwt (%) Sheave 
Diameter

TGL3A-5035-HV 5000 350 34.8 24 53 350 10.6 57.5 3445 7375 45 25.6"
TGL3A-5050-HV 5000 500 49.3 24 75 350 15 79 3445 7375 45 25.6"
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Model Number
Capacity (lbs)

Snped Motor 麝
唱肾

Poles Rated 
RPM

Rated 
Voltage 
(VAC)

Rated 
Frequency 

(HZ)
Rated 

Current (A)

Rated 
Torque 
(ft-lbs)

Max Acceleration 
Torque (ft-lbs)

Cwt (%) Sheave 
Diameter

TGL1-3550-HV 3500 500   34.3 20 173 340 28.8 50 1040 2600 45 22"

TGL1-3570-HV 3500    700   48.2   20   243   340     40.5     69    1040     2600 45      22"

TGL1-3580-HV 3500    800   54.9   20   277    340     46.2      79    1040     2600 45      22"

TGL2(2-1)I
SERIES I

LARGE PM
GEARLESS MACHINE

Sheave Shaft Load: 34869 lbs
Roping: 2:1 Application
Wrap: Double Wrap (DW)
Sheave Grooves: Up to 8X1/2" ropes (16 grooves for DW)
Estimated Weight: 4200 lbs
Normal Brake

Pick/Hold Voltage: 110/55 
VDC

Pick/Hold Current: 2.3/1.15 A
Emergency Brake

Pick/Hold Voltage: 110/55 VDC
Pick/Hold Current: 2.3/1.15 A

Model Number Capacity Speed (lbs) 
(fpm)

Motor 
Rating 
(HP)

Poles Rated 
RPM

Rated 
Voltage 
(VAC)

Rated 
Frequency 

(HZ)

Rated 
Current

(A)

Rated 
Torque (ft-

lbs)
Max Acceleration 

Torque (ft-lbs)
Cwt (%) Sheave 

Diameter

TGI 2(2-1)-5050-HV 5000 500 49 20 173 340 28.8 77 1485 4455 45 22”

TGI 2(2-1)-5070-HV 5000 700 68.8 20 243 340 40.5 99.8 1485 4455 45 22"

TGI 2(2-1)-5080-HV 5000 800 78.4 20 277 340 46.2 125 1485 4455 45 22"

5379(5429) rm

7；
Dimersions; mni(in)

LARGE PM
GEARLESS MACHINE

34845 lbs
1:1 Application
Single Wrap (SW) or Double Wrap (DW) Option
Upto 8X1/2" ropes (16 grooves for DW) 4100 lbs

TGL2(1-1)|
_____________________SERIES I

Sheave Shaft Load:
Roping:
Wrap:
Sheave Grooves:
Estimated Weight: 
Normal Brake

Pick/Hold Voltage: 110/55 VDC 
Pick/Hold Current: 2.3/1.15 A

Emergency Brake
Pick/Hold Voltage: 110/55 VDC
Pick/Hold Current: 2.3/1.15 A

Model Number Capacity Speed 
(lbs) (fpm)

Motor 
Rating 
(HP)

Poles Rated 
RPM

Rated 
Voltage 
(VAC)

Rated 
Frequency 

(HZ)
Rated 

Current (A)

Rated 
Torque 
(ft-lbs)

Max Acceleration 
Torque (ft-lbs)

Cwt (%) Sheave 
Diameter

TGL2(1-1)-3535-HV/LV 3500 350 22.7 20 65.4 300/146 10.9 42/87 1825 4563 45 20.47"

TGL2(1-1)-3550-HV/LV 3500 500 33 20 93 320/145 15.5 56/121 1825 4563 45 20.47"

TGL2(1-1)-3570-HV/LV 3500 700 45.6 20 131 320/140 21.8 76/173 1825 4563 45 20.47'1
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90/45 VDC
4.1/2.0A

MINI
GEARLESS

Sheave Shaft Load:
Roping:

Sheave Grooves:
，Estimated Weight: 

Normal Brake

Pick/Hold Voltage:
Pick/Hold Current:

25000 lbs
1:1 Application Up to 
10X1/2" ropes 3500

lbs

TMGL3
SERIES 1/2" ROPE

Model Number Capac ity Speed (lbs) 
(fpm) Motor g

Poles Rated 
RPM

Rated

Rated Fg
Rated Cu 

nt rre
Rated T 
orque

Max

Acceleration Cwt (%)
c heave D 

lameter
Voltage 
(VAC)

TMGL3-4535-HV 4500   350 31.9 20 67 350 11.1 49 2497 6242 45 20"
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uimefiskjns. mm(in)

TMGL1-2520-HV 2653 50

TMGL1-2535-HV 13 2653 50

18.5 50TMGL1-2550-HV 2653

SheaveModel Number

90/45 VDC
2.05/1.0 A

90/45 VDC
2.8/1.4 A

Capacity 
(lbs)

Motor
Rating Poles 
(HP)

MINI
GEARLESS

16000 lbs
1:1 Application
Up to 8X10mm ropes
2090 lbs

Sheave Shaft Load:
Roping:
Sheave Grooves: 
Estimated Weight:
Normal Brake

Pick/Hold Voltage:
Pick/Hold Current:

Emergency Brake
Pick/Hold Voltage:
Pick/Hold Current:

TMGL1
SERIES 10MM ROPE

24.5   1061

34.2   1061

15.4    1061

2500   500   22.3   20    111    350

2500   200   9.1    20    45    350

2500   350   15.8   20    78    350

Max
cy Current Torque Acceleration (A) (ft-lbs) 

Torque (ft-lbs)

90/45 VDC
2.05/1.0 A

90/45 VDC
2.05/1.0 A

MINI
GEARLESS

18000 lbs
1:1 Application
Upto 10X10mm ropes
2310 lbs

Sheave Shaft Load:
Roping:
Sheave Grooves:
Estimated Weight:
Normal Brake

Pick/Hold Voltage:
Pick/Hold Current:

Emergency Brake
Pick/Hold Voltage:
Pick/Hold Current:

TMGL2
SERIES 10MM ROPE

Dimensions: mm(in)

Model Number Capacity Speed (lbs) 
(fpm)

Motor 
Rating 
(HP)

Poles Rated 
RPM

Rated 
Voltage 
(VAC)

Rated 
Frequency 

(HZ)
Rated 

Current (A)

Rated 
Torque (ft-

lbs)
Max Acceleration 

Torque (ft-lbs)
Cwt (%) Sheave 

Diameter
TMGL2-3520-HV 3500 200 13 20 47 330 7.9 22.3 1438 3595 45 16.14"

TMGL2-3535-HV 3500 350 22.7 20 83 330 13.8 36.5 1438 3595 45 16.14"

TMGL2-3550-HV 3500 500 32.4 20 118 330 19.7 50 1438 3595 45 16.14"

MINI
GEARLESSTMGL2A

SERIES 1/2" ROPE
Sheave Shaft Load:
Roping:
Sheave Grooves:
Estimated Weight:
Normal Brake

Pick/Hold Voltage:
Pick/Hold Current:

Emergency Brake
Pick/Hold Voltage:
Pick/Hold Current:

18000 lbs
1:1 Application (2:1 Application)
Up to 6X1/2" ropes 2500 lbs

90/45 VDC
2.05/1.0 A

90/45 VDC
2.05/1.0 A

Motor Rated 
RPM

Rated Rated Rated Rated Max Sheave 
DiameterModel Number uapaciiy 

(lbs)
Spoed 
(fpm)

Rating 
(HP)

Poles Voltage
(VAC)

Frequency 
(HZ)

Current
(A)

Torque 
(ft-lbs)

Acceleration 
Torque (ft-lbs)

Cwt (%)

TMGL2A-2520-HV/LV 2500 200 9.3 20 38 350/160 6.4 14.8/30.7 1272 3180 45 20"

TMGI_2A-2535-HV/LV 2500 350 16.2 20 67 350/160 11.1 24.5/52.4 1272 3180 45 20"

TMGL2A-3035-HV/LV 3000 350 19.4 20 67 350/160 11.1 29.8/61.5 1527 3817 45 20"

TMGL2A-3050-HV 3000 500 27.7 20 95 350 15.9 42 1527 3817 45 20"

TMGL2A(2-1)-5050-HV 5000 500 49.1 20 191 350 31.8 68.5 1350 3375 45 20"
(2:1 App- (2:1 

Application) lication)

Rated Rated Rated

Diameter

17.32"

17.32"

17.32'1

*634(24.97)

TORINDRIVE
I NTERNATIONAL
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TGD1B
SERIES

BASEMENT
GEARED MACHINE

Sheave Shaft Load: 14300 lbs
Sheave Grooves:    Upto 6X1/2" or 5X5/8" ropes
Estimated Weight:    2090 lbs
Normal Brake

Pick/Hold Voltage: 110/65 VDC
Pick/Hold Current: 2.0/1.18 A

Dimensions, mm(in)

Model Number Capacity Speed (lbs) 
(fpm)

Motor 
Rating
(HP)

Poles
Rated 
Speed 
(rpm)

Rated Motor Rated 
Frequency 

(HZ)
Rated 

FLA (A)

No Load 
Current

(A)
Gear 
Ratio

Application 
Motor RPM

Cwt 
(%)

Sheave 
Diameter

Voltage (VAC)

TGD1B-2020-HV/LV 2000 200 15 4 1770 480/208 60 17/39 7.8/15 50:1 1493 40 25.6"
TGD1B-2510-HV/LV 2500 100 10 6 1170 480/208 60 14/32 8.9/19.5 61:1 911 40 25.6"

TGD1B-2520-HV/LV 2500 200 20 4 1775 480/208 60 23/53 11/24 50:1 1493 40 25.6"

TGD1B-2535-HV/LV 2500 350 25 4 1770 480/208 60 28/64 12/27 61:2 1593 40 25.6"

TGD1B-2540-HV/LV 2500 400 30 4 1775 480/208 60 33/75 14/29 55:2 1642 40 25.6"

*1014(39.92)

Model Number Capacity 
(lbs)

Speed 
(fpm)

Motor 
Rating 
(HP)

Poles
Rated 
Speed 
(rpm)

Rated Motor 
Voltage (VAC)

Rated 
Frequency Rated 

FLA (A)

No Load 
Current

(A)
Gear 
Ratio

Application 
Motor RPM

Cwt 
(%)

Sheave 
Diameter

TGD1B-2020-HV/LV-SC 2000 200 15 4 1770 480/208 60 17/39 7.8/15 50:1 1493 40 25.6"

TGD1B-2510-HV/LV-SC 2500 100 10 6 1170 480/208 60 14/32 8.9/19.5 61:1 911 40 25.6"

TGD1B-2520-HV/LV-SC 2500 200 20 4 1775 480/208 60 23/53 11/24 50:1 1493 40 25.6"

TGD1B-2535-HV/LV-SC 2500 350 25 4 1770 480/208 60 28/64 12/27 61:2 1593 40 25.6"

TGD1B-2540-HV/LV-SC 2500 400 30 4 1775 480/208 60 33/75 14/29 55:2 1642 40 25.6"

Pick/Hold Current: 4.0/2.36 A

Model Number Capacity Speed (lbs) 
(fpm)

Motor 
Rating 
(HP)

Poles
R a t e d 
S p e e d 
(rpm)

Rated Motor 
Voltage (VAC)

Rated 
Frequency 

(HZ)

Rated 
FLA (A)

No Load 
Current (A) Gear 

Ratio

Application 
Motor RPM Cwt 

(%)
Sheave 

Diameter

TGD3B-3550-HV 3500 500 50 4 1770 480 60 55 19 82:3 1657 40 31.5"

TGD3B-4535-HV 4500 350 50 4 1770 480 60 55 19 69:2 1674 40 27.6"

TGD3B-4540-HV 4500 400 50 4 1770 480 60 55 19 61:2 1691 40 27.6"

TGD3B-4545-HV 4500 450 60 4 1770 480 60 66 21 61:2 1665 40 31.5"

TGD3B-5020-HV 5000 200 35 4 1770 480 60 40 15 61:1 1691 40 27.6"

TGD3B-6020-HV 6000 200 40 4 1770 480 60 45 16 61:1 1691 40 27.6"

TGD3B-6035-HV 6000 350 60 4 1770 480 60 66 21 69:2 1674 40 27.6"

TGD3B-6045-HV 6000 450 60 4 1770 480 60 66 21 61:2 1665 45 31.5"
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TGD3
SERIES

OVERHEAD
GEARED MACHINE

Sheave Shaft Load: 
Sheave Grooves: 
Estimated Weight: 
Normal Brake

31900 lbs
Upto 8X5/8" ropes
3200 lbs

Pick/Hold Voltage: 200/118 VDC
Pick/Hold Current: 4.0/2.36 A

Model Number Capacity 
(lbs)

潇5 Poles R a t e d 
S p e e d 
(rpm)

Rated Motor 
Voltage (VAC)

Rated 
Frequency 

(HZ)
Rated 

FLA (A)

No Load 
Current

(A)
Gear 
Ratio

Application 
Motor RPM

Cwt 
(%)

Sheave 
Diameter

TGD3-3550-HV 3500 500 50 4 1770 480 60 55 19 82:3 1657 40 31.5"

TGD3-4535-HV 4500 350 50 4 1770 480 60 55 19 69:2 1674 40 27.6"

TGD3-4540-HV 4500 400 50 4 1770 480 60 55 19 61:2 1691 40 27.6"

TGD3-4545-HV 4500 450 60 4 1770 480 60 66 21 61:2 1665 40 31.5"

TGD3-5020-HV 5000 200 35 4 1770 480 60 40 15 61:1 1691 40 27.6"

TGD3-6020-HV 6000 200 40 4 1770 480 60 45 16 61:1 1691 40 27.6"

TGD3-6035-HV 6000 350 60 4 1770 480 60 66 21 69:2 1674 40 27.6"

TGD3-6045-HV 6000 450 60 4 1770 480 60 66 21 61:2 1665 45 31.5"

TGD3-SC OVERHEAD
SERIES GEARED MACHINE

200/118 VDC
4.0/2.36 A

27500 lbs
Upto 8X5/8" ropes
3200lbs

Sheave Shaft Load:
Sheave Grooves:
Estimated Weight:
Normal Brake

Pick/Hold Voltage:
Pick/Hold Current:

Emergency Brake
Pick/Hold Voltage: AC220 (always on)
Pick/Hold Current: 0.24/0.12 A

Model Number Capacity
(lbs)

Speed 
(fpm)

Motor 
Rating 
(HP)

Poles
R a t e d 
S p e e d 
(rpm)

Rated Motor 
Voltage (VAC)

Rated 
Frequency 

(HZ)
Rated

FLA (A)

No Load 
Current

(A)
Gear 
Ratio

Application 
Motor RPM

Cwt 
(%)

Sheave 
Diameter

TGD3-3545-HV-SC 3500 450 50 4 1770 480 60 55 19 82:3 1705 40 27.6"

TGD3-4535-HV-SC 4500 350 50 4 1770 480 60 55 19 69:2 1674 40 27.6”

TGD3-4540-HV-SC 4500 400 50 4 1770 480 60 55 19 61:2 1691 40 27.6"

TGD3-4545-HV-SC 4500 450 60 4 1770 480 60 66 21 82:3 1705 40 27.6"

TGD3-5020-HV-SC 5000 200 35 4 1770 480 60 40 15 61:1 1691 40 27.6"

TGD3-5520-HV-SC 5500 200 35 4 1770 480 60 40 15 61:1 1691 45 27.6"

TGD3-5535-HV-SC 5500 350 50 4 1770 480 60 55 19 69:2 1674 45 27.6"

TGD3-5545-HV-SC 5500 450 60 4 1770 480 60 66 21 82:3 1705 45 27.6"

TGD3-SC 
Sheave Shaft Load: 55000 lbs
Sheave Grooves:     Upto 12X5/8" or 10X3/4" ropes
Estimated Weight: 5005 lbs
Normal Brake

Pick/Hold Voltage: 110/70 VDC
Pick/Hold Current: 3.5/2.2 A

Model Number Capacity Speed (lbs) 
(fpm)

Motor 
Rating 
(HP)

Poles
Rated 
Speed 
(rpm)

Rated Motor Rated 
Frequency 

(HZ)
Rated 

FLA (A)

No Load 
Current

(A)
Gear 
Ratio

Application 
Motor RPM

Cwt 
(%)

Sheave 
Diameter

Voltage (VAC)

TGD4-8035-HV-R 8000 350 75 6 1184 480 60 78 23 63:2 1175 40 35.8"

TGD4-12020-HV-R 12000 200 75 8 886 480 60 85 34 75:2 886 40 32.3"

03

SERIES GEARED MACHINE
SERIES GEARED MACHINE

OVERHEAD
GEARED MACHINE

SERIES GEARED MACHINE


